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DESCRIPTION: 

COLORSEAL is a water based sealer 

formulated specifically for the use as a 

concrete and masonry sealer. It is non-

yellowing, non-staining and environmentally 

friendly.  Supplied in a neutral base for onsite 

colouring using WB COLOUR PACKS. 

 

COLORSEAL provides excellent 

waterproofing and weather resistance when 

applied over brick, terrazzo, slate and other 

interior and exterior masonry surfaces. 

COLORSEAL also provides an excellent 

protective barrier for masonry floor surfaces. 

 

BENEFITS/FEATURES: 

* Excellent Ultra-Violet resistance. 

* Waterproofing a wide variety of porous 

surfaces. 

* Excellent resistance to mild chemicals, 

alkalis and motor oils. 

* One part - ready to apply - fast drying - clear 

finish - hard wearing - easy application - 

excellent weather & U.V. resistance and 

makes surfaces easier to clean and less 

expensive to maintain. 

 

TYPICAL USES: 

Waterproofing - brick, stone, terracotta, 

concrete, stucco, exposed aggregate, plaster 

and cement mortar joints. 

Sealing - driveways, concrete pavers, exposed 

aggregate, stamp pattern concrete, car park 

floors. 

 

SURFACE PREPARATION: 

Area to be treated must be clean, dry and free 

of oil, grease and other contaminants. Surfaces 

cured with curing compounds are generally 

non compatible with surface finishes and must 

be removed prior to application of the sealer.   

Although priming is not critical to ensure 

adhesion use of a primer such as ADFLEX 

WBE or TRUBOND can be applied over 

concrete surfaces. 

 

APPLICATION: 

Apply COLORSEAL as supplied direct from 

the container by brush, roller, and airless or 

conventional spray equipment. Two coats are 

recommended. 

 

COVERAGE: 

An effective coverage of COLORSEAL is 

greatly dependent upon the application 

technique and surface porosity, on sound clean 

concrete the application rate of eight (8) square 

meters per litre/per coat is desirable.  

Minimum of 2 coats is required. 

 

CLEANUP: 

Wash all equipment and any minor spills with 

clean water whilst still wet. 

 

LIMITATIONS: 

Not recommended for use over surfaces which 

have been subject to waxes, polishes or grease 

without proper pre-treatment. 

 

Smooth or non-absorbent concrete surfaces 

will create a slippery floor and should be acid 

etched and dried prior to application. 

Alternatively the application of UNI-GRIT in 

a three coat COLORSEAL application will 

provide a non-slip finish. Do not apply 

COLORSEAL to wet or damp surfaces or 

surfaces subject to rising damp. 

 

CAUTION: 

Avoid contact with skin or eyes. 

 

FIRST AID: 

If splashed in the eyes, flush with water 

immediately until irritation subsides, seek 

medical attention. If swallowed give plenty of 

water, seek medical attention. 
 
The information presented in this data sheet does not imply any warranty.  Further, the maker reserves the right to alter the product, the specification and/or the application techniques as 

described herein without prior notice, in line with his policy of technological advancement and product improvement.  Whilst any information and/or specification contained herein is to the 

best of our knowledge and experience, all of the above information must in every instance be taken as merely indicative and subject to confirmation after long-term practical applications.  

For this reason, anyone intending to use the product must ensure beforehand its suitability for the envisaged application.  In every instance, the user alone is fully responsible for any 

consequences deriving from the use of the product.  Furthermore, no warranty is given or implied in connection with any recommendations or suggestions made by us or our 

Representatives, Agents or Distributors as conditions of use and any labour involved beyond our control.  
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