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DESCRIPTION: 
A two component, water-based, clear, aliphatic 

coating with exceptional performance 

properties. 

 
FEATURES/BENEFITS: 

Extremely Durable, Easy Application 

Water-Based, Enviro Friendly 

 Abrasion resistant 

 High film build - up to 20mls (0.5mm) 

 Resistance to acids, alkalise, grease and 

other industrial chemicals. 

 Environmentally friendly, no solvent or 

amines. 

 High Tensile Strength 

 Hi-gloss retention 

 Excellent UV stability 

 

TYPICAL APPLICATIONS: 

 Excellent chemical and mechanical 

properties 

 Factory floors 

 Food Processing Areas 

 Cold Storage Areas 

 Store house 

 Parking decks 

 Offices and laboratories 

 

TYPICAL PROPERTIES: 

   

   

  

 
APPLICATION 

Primer:  

Two Primer options are available: 

 Enviro Primer E: water –based epoxy and 

Polybond: solvent based polyurethane. 

 

Enviro Primer E - a low V.O.C. two 

component water-based epoxy primer.   Apply 

at a minimum rate of 6-8 m²/ litre. (Refer 

individual data sheet for specific details) 

 

Polybond - a single component, solvent based 

polyurethane primer.   Apply at a minimum 

rate of 8-10 m²/ litre. (Refer individual data 

sheet for specific details)  

Application of the primer may be by brush, 

roller or spray. 

 

DECKPRO ULTRA  

Add equal components base A and hardener B. 

Using a low speed drill fitted with a helical 

mixing paddle blend both components until 

colour is even and the mix is homogenous. 

Avoid high speed or any other agitation which 

may entrap air.  

 

APPLICATION  

Polythane can be applied by roller, high 

pressure spray, or through a cup gun under low 

pressure.   

 

Polythane should be applied at a minimum film 

thickness of 5mls (0.125mm).  It should be 

noted that the heavier the application, the 

longer the curing process takes. 

 
LIMITATIONS 

Application Temperature:  

Optimum substrate temperature should be 

between 15-30ºC. Do not attempt application if 

substrate temperature is below 10ºC. 

Temperatures should not fall below 5ºC within 

24hrs after application. 

STORAGE: 

Store product in a cool dry place away from the 

elements of weather. 

SHELF LIFE: 12months min. in unopened 

pack. 

 

PACKAGING: 
Polythane Part A - 5L jerry cans / 10L plastic 

pails. 

Polythane Part B - 5L jerry cans / 10L plastic pails. 
 
The information presented in this data sheet does not imply any warranty.  

Further, the maker reserves the right to alter the product, the specification 

and/or the application techniques as described herein without prior notice, in 

line with his policy of technological advancement and product improvement.  

Whilst any information and/or specification contained herein is to the best of 

our knowledge and experience, all of the above information must in every 

instance be taken as merely indicative and subject to confirmation after long-

term practical applications.  For this reason, anyone intending to use the 

product must ensure beforehand its suitability for the envisaged application.  In 

every instance, the user alone is fully responsible for any consequences 

deriving from the use of the product.  Furthermore, no warranty is given or 

implied in connection with any recommendations or suggestions made by us or 

our Representatives, Agents or Distributors as conditions of use and any labour 

involved beyond our control. 
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