
 

ENVIROPAVE 

                                                                                                                              Revised JAN 2016 

 

DESCRIPTION: 

E-Poxy A is a specialist resilient resin with 

excellent non-yellowing characteristics, 100% 

solids base and zero VOC emissions content.  E-

Poxy A contains no solvent, making it compliant 

with stringent environmentally-friendly test 

requirements 

 

USES: 
E-Poxy A is designed to provide a high build, high 

gloss finish on exposed aggregate concrete, 

coloured quartz and coloured glass decorative 

toppings and vinyl chip flake flooring systems.  

Due to the zero VOC content, E-poxy A provides 

an environmentally-friendly alternative to solvent 

based polyurethanes.  E-poxy A is the ideal 

alternative to polyurethane-based systems where 

yellowing and solvent emissions are of prime 

concern.  The 100% solids composition makes this 

product a highly economical solution based on dry 

film thickness of the finished coating. 

 

FEATURES/BENEFITS: 

 Clear and non-yellowing 

 Maintains gloss longer than conventional 

e-poxy sealers 

 Low VOC solventless composition 

 High build glass-like finish 

 Able to be tinted to achieve multi-coloured 

effects 

 Chemically resistant to acids, alkalis, 

solvents and cleaning chemicals. 

 

TYPICAL PROPERTIES: 

Typical physical properties (at 23°C) 

Mix Ratio:  1.5:1 A to B by volume 

   1.6:1 by weight 

Solids content:  100% w/w 

Pot Life:   50 mins 

Tack free time:  15 hours 

Recoat Time @ 23°C: 10-48 hours 

Recoat time @ 10°C: 20-40 hours 

Initial hardening:  24 hours 

Full cure:  7 days 

Note:  Pot life will be reduced if the product is 

mixed and left in original container.  To extend 

pot life pour the product into flat trays such as 

roller trays. 

 

 

 

 

 

PHYSICAL PROPERTIES: 
Mechanical 

Properties 

Units Method Typ 

Result 

Hardness Shore D BSMT B 

3001-001 

80 

HDT C BSMT B 
3005-001 

45 

Elongation % BSMT B 

3006-001 

2.6 

Tensile Strength N/mm2 BSMT B 
3006-001 

45 

Tensile Modulus N/mm2 BSMT B 

3006-001 

2300 

Flexural Strength N/mm2 BSMT B 

3007-001 

90 

Flexural 

Modulus 

N/mm2 BSMT B 

3007-001 

2350 

 

CHEMICAL RESISTANCE: 
E-poxy A shows excellent spillage resistance to a 

range of chemicals.  The following table shows the 

weight gain or loss after cured films (7 days) were 

soaked in a range of chemicals after 3 days and 28 

days. 

Reagent   % Weight Change 

   3 days  28 

days 
Deionized water  0.49  1.5 

Methanol  7.93  -2.41 

Ethanol   3.98  10.28 

Toluene   0.40  2.86 

Xylene   0.04  0.19 

Butyl Cellosolve  1.65  5.31 

MEK   Destroyed       Destroyed 

10% Lactic Acid  1.81  5.42 

10% Acetic Acid  2.92  8.23 

70% Sulphuric Acid 0.08  0.14 

98% Sulphuric Acid Destroyed       Destroyed  

50% Sodium Hydroxide 0.01  0.04 

10% Sodium Hydroxide 0.51  1.36 

1,1,1 Trichlorothane 0.02  0.02 

 

SURFACE PREPARATION: 
Ensure the surface is clean and dry and free of any 

contaminants such as grease, oil, laitance or dust. 

 

MIXING: 
Mix only enough quantity that can be applied 

within the pot life of the material.  Take note that 

pot life will half or double with each 10 degree 

drop or increase in temperature.  Mix 1.5 parts Part 

A with 1 part Part B by volume using a mechanical 

mixer at slow speed to avoid air entrapment. 
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Application 
Application of E-poxy A can be by roller or trowel 

dependent upon the thickness required.  It is 

recommended that two coats be applied.  The first 

coat is applied by roller at an application rate of 4-

6m²/L.  The second coat can be a similar roll coat 

or a thicker topping at up to 1m²/L. 

 

 

 

 

COVERAGE: 
Can be from 1m²/L to 6m²/L dependent on the 

depth of coating required. 

 

PACKAGING: 
Comes in a 25Lt Kit being 15Lts Part A and 10Lts 

Part B. 

 

CLEAN UP: 
Cleanup tools and equipment with xylene before 

the mix material begins to harden. 
 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

  
 

 
 

 

 
 

 

 
 

 

 
 

 

 
 

 

 
The information presented in this data sheet does not imply any warranty.  Further, the maker reserves the right to alter the product, the specification and/or the 

application techniques as described herein without prior notice, in line with his policy of technological advancement and product improvement.  Whilst any 

information and/or specification contained herein is to the best of our knowledge and experience, all of the above information must in every instance be taken as 

merely indicative and subject to confirmation after long-term practical applications.  For this reason, anyone intending to use the product must ensure beforehand 

its suitability for the envisaged application.  In every instance, the user alone is fully responsible for any consequences deriving from the use of the product.  

Furthermore, no warranty is given or implied in connection with any recommendations or suggestions made by us or our Representatives, Agents or Distributors 

as conditions of use and any labour involved beyond our control. 
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